
PRIOCLEAN PLUS 

  

Technical Data  

DESCRIPTION  

 
Prioclean Plus is a powerful water-soluble industrial detergent 

formulated with wetting agents, solubilizers and corrosion 

inhibitors, in an aqueous solution. The tensoactive components 

emulsify, eliminate and dissolve dirt and grease. Indeed, the 

chelating agents inactivate the metal ions present on water, 

improving detergent performance. 

 

FEATURES 

 
-  Effective for metal, rubber, plastic and concrete cleaning. 

-  Water-soluble. 

- Removes and eliminates grease, oil, wax, coal and other 

persistent residues. 

-  Biodegradable, does not cause any environmental impact. 

-  Does not emit unpleasant fumes. 

-  Phosphate free. 

 

PROPERTIES  

 

Property Result 
 

Viscosity, cps (68ºF)….…............................... Non-viscous 

pH (to 10%).................................................... 12.0 - 12.5 

Flash point (ºF)………..................................... Nonflammable 

Water solubility……........................................ Complete 

Odor…………………..…….……………………….…… Butyl oxitol 

Specific gravity ……..…………………………..…… 1.04 - 1.06 

Color………………….…………………………………… Fluorescent green 

 

PRESENTATION 

 
- 5.2 gallon pail. 

 

RECOMMENDATIONS 
 

 
Prioclean Plus is a concentrated cleaner, it may etch glass and 

anodized aluminum and affect some painted surfaces. Do not 

use neither around running electrical equipment nor to clean 

equipment internally. 

Contains sodium metasilicate and tripropylene glycol 

monomethyl ether, avoid contact with skin, eyes and clothing. 

Wear rubber gloves and safety glasses with side shields. 

Avoid breathing vapor. Do not swallow, can cause nausea, 

vomiting and diarrhea. 

 

 

DIRECTIONS 
 
INDUSTRIAL CLEANING. Dilute 1:1 to 1:5 with water, for extreme 

dirt and up to 1:15 for maintenance cleaning. Spray or wipe this 

cleaning solution, allow sufficient time for chemical action to 

take place (do not let it dry), then rinse thoroughly. 

FOOD PROCESSING PLANTS. Dilute 1:1 for kitchen equipment 

such as grills, ovens, fryers and extractors. Dilute from 1:2 to 1:4 

for vents, tops, stoves and meat blocks. 

MARINE APPLICATIONS. Dilute up to 1:15 depending on dirt 

density for general ship cleaning. Do not discharge rinse solution 

into waterways, estuaries and lakes. Dispose of rinse solution 

according to the local and federal environmental regulations. 

COILS. Dilute 1:1 to 1:3, if the coils are hot, cool them with water 

before applying the solutions, do not allow to dry, rinse 

immediately. 

ELEVATORS. Mix with 8 parts of water. 

CONVEYORS BELT AND ROLLERS. Mix with 10 parts of water. 

FLOORS, WALLS AND EQUIPMENT. Mix with 8 parts of water. 

SHELVES. Mix with 10 parts of water. 

EQUIPMENT AND SECURITY GUARDS. Mix with 5 parts of water. 

Hydraulic systems (oil leaks), mix with 5 parts of water. Exterior 

cleaning of automatic equipment, robots and robot controls, mix 

with 10 parts of water. 

WATER-BASED INKS AND ADHESIVES. Mix with 5 parts of water. 

COMPRESSORS, GENERATORS AND OTHER EQUIPMENT. Mix 5 

to 10 parts of water. Lathes, for cleaning mix with 4 parts of 

water, circulate through the system, flush with clean water and 

add new coolant. 

EQUIPMENT TO DRILL, PRESS, MILLING. Mix with 7 parts of 

water. 

FILTERS (ELECTROSTATIC AND PERMANENT). Mix with 3 parts of 

water. Let the filter dry before reinstalling it. 

FANS AND HOT AIR PUMPS. Mix with 3 parts of water. 

  

MAINTENANCE AND STORAGE  

 
Stable for one year under normal storage conditions, in original 

container tightly closed. 

 

INSTITUTIONAL AND INDUSTRIAL USE ONLY. 

 

 

 
 

 

 

 

 

 
Assistance.- For more information please contact our Pricoat 

specialists by phone at (614) 481-4344. 
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