
TLALOCOAT 

  

Technical Data  

DESCRIPTION 

 
Tlalocoat is an acrylic roof coating that contains ceramic particles 

which offer a perfect adhesion and elasticity, due to its elastomeric 

acrylic formulation.   

 
PHISICAL PROPERTIES 

 
Characteristics    Results 
 

Viscosity (ASTM D2196)..………..…............ 40,000+/-10,000 cP 

pH (ASTM E70).……………………………….….. 9.5 +/- 0.5 

% Solids (ASTM D1644).……………….……... 56+/- 2.0 

Density (ASTM D1475)…………….…………... 1.35 gr/cm3 

Percent elongation (ASTM D412)..……….. 300% 

Antifungal test (ASTM G21)…………..……… Pass 

Tack free time ………..………………….……….. 2-3 hrs. 

Total dry time ………………..……………………. 24-48 hrs. 

Appearance ………………………………………… Thick liquid 

 
ADVANTAGES 

 

 High temperature insulation, due to its low conductivity, 

avoiding heat penetration.   

 Bright white finish reflects the sunlight, saving energy.  

 Due to its elasticity, withstands normal construction 

movements.  

 Withstands abrupt changes of temperature (rain, humidity, 

high and low temperatures, etc.).  

 Perfect adherence to the most common construction materials 

such concrete, galvanized sheet, sprayed polyurethane, wood, 

etc. 

 Non toxic and ecological, due to its waterborne formulation. 

 

COLORS 

 
- White  

- Custom colors available upon request. 

 
PRESENTACIÓN 

 
- 19 Lts Pail. 

 
RECOMMENDATIONS  

 
For best adherence, do not apply if there is a threat of rain; avoid 

temperatures below 10°C or above 45ºC. Do not mix with any 

other paint and do not thin. Do not use on high traffic areas. 

 

 

 

 

  

APPLICATION 

 
- Before applying Tlalocoat, use a wire brush or scraper to remove 

any loose paint or pre-existing roofing material. Surface must be 

clean and totally dry. Where galvanized sheet metal is present, it 

should be cleaned to remove oil and rust.  

- Repair all existing leaks and cracks. 

- Apply first coat of Tlalocoat, without thinning, with a brush. 

- Spread uniformly and before it dries, embed the reinforcement 

mesh, overlapping all edges a minimum of 10 cm. 

- Let dry for 4 to 6 hrs before applying the second layer over the 

mesh until covering it completely. 

Coverage rate, with 2 coats, is approximately 18-20 m2 per pail, 

dependent on the substrate condition.  

 

MAINTENANCE AND STORAGE 

 
If some crack or bubbles appears, repair using Tlalocoat, following 

the same application procedure in the affected zone. Excessive 

water in the substrate forms bubbles. Make a cross-cut in the 

bubble, let it dry, install the reinforced mesh, and finally, coat with 

the roof coating. 

Maximum shelf life is 1 year, stored in a dry and cool place. Keep 

container tightly closed when not in use; apply the product within 

60 days after being open. Avoid storage at temperatures below 

5ºC and above 40ºC. Do not stack more than 3 pails. 

 

 

 

 

 
LIMITED WARRANTY.- This Warranty applies only if the products were installed 

according to the mentioned specifications. PRICOAT will replace the defective 

product ONLY. Exclusions from Coverage: PRICOAT shall not be liable under any 

circumstances for: 

- Faulty or improper application of the product or for injuries or damages of any 

kind whatsoever.  

- Variations, weathering, surface cracking, deformation or any other changes 

derived from the use. 

- Leaks or product damages resulting from anything other than an inherent 

manufacturing defect. 

- Damage caused by improper storage, neglect, abuse, misuse or improper 

upkeep and maintenance.  

- Products that have been altered in any way from their original configuration 

(i.e. water addition). 

- Damage caused by factors that are beyond the control of PRICOAT. The 

serviceable life of the product is affected by several factors such as substrate 

preparation, product application, maintenance and normal wear. These factors 

are beyond our control for which PRICOAT make no warranty. 

 

 
Assistance.- For more information please contact our Pricoat 

specialists by phone at (614) 481-4344. 
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